








Playback Settings
Go to “Settings → Playback Settings“, Configurable playback mode, CD Auto 
Play, Gapless play, ReplayGain source mode, Auto-play behavior on startup, 
Automatic open the playback screen on startup, etc.

Display Settings
Go to Settings → Display Settings to adjust the touch buttons, screen 
brightness, screen saver, screen saver mode, VU meter display mode, 
spectrum display, theme, and playback details.
Touch Buttons: Adjust the brightness and power-saving mode of the power 
                           button and function touch buttons as needed.
Screen Brightness: Adjust the brightness level of the device screen.
Theme: Choose between two interface styles: Dark and Light.
Screensaver: The system will automatically enter screen saver mode after a 
                         period of inactivity.Press the power button or touch the screen 
                         to exit the screen saver.
Screensaver mode: Choose from multiple preset screen saver styles.
VU meter: Select different VU meter styles according to your personal 
                  preference.
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Mobile Control
The DMP-A8 Gen 2 supports control through the mobile app.
Go to “Settings → Mobile Control”, Scan the QR code to download and install 
the Eversolo Control App.
The app can also be downloaded from the official website or this manual.

Theme
Go to “Settings → Display Settings → Theme”, Switch between Dark and Light 
themes.
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Mobile Control App
Make sure the device and your phone are connected to the same local 
network.Open the app and select “DMP-A8 Gen 2” to add the device.
After successful connection, you can access the control interface.

Notes:
*Supports Android smartphones and iOS devices (iPhone/iPad). Scan the QR 
  code in the Quick Start Guide to download the app. 
*iOS users can search “Eversolo Control” in the App Store to download and 
  install.

Other Settings
Language
Go to “Settings → Other Settings→ Language”
Select the desired menu language.

USB-OTG Port
The USB-OTG Port allows connection to a computer via USB cable for 
convenient local file transfer and management.
Go to “Settings → Other settings → USB-OTG Port”.
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Output Connection And Settings

USB Audio Output
Connect the USB AUDIO port to the USB input of an external DAC using a USB 
audio cable.
Go to Source > "Internal Player", and select "USB DAC" for the output port.

Coaxial / Optical / AES Output
Connect the Coaxial, Optical, or AES/EBU output to a DAC or AV receiver 
using the appropriate digital audio cable.
Enter “Source → Output Ports", and select "OPT/COAX / AES”.

Note:
*The USB audio output supports up to DSD512 Native, PCM 768kHz/32bit.

The DMP-A8 Gen 2 provides multiple digital audio outputs, including USB 
Audio, IIS, Coaxial, Optical, and AES/EBU.

System Update
Go to “Settings → Update”, the device supports both Online Update and USB 
Update.

Online Update
After connecting the device to the network, go to “Settings → Update” or
 “Settings → About → Version”.
Select “Online Update“ and follow the on-screen instructions.
The device will restart automatically after the update is complete.

USB Update
Download the firmware update package from the official website and copy it 
to a USB drive. Connect the USB drive to the device’s USB-A port.
Go to “Settings →  Update“or “Settings → About → Version“
Select USB Update and follow the on-screen instructions.
The device will restart automatically after the update is complete.

Notes:
* Do not disconnect the USB drive or power off the device during the update 
   process. 
*A USB drive formatted in FAT32 is recommended. 
*The downloaded update package does not need to be extracted. 

USB Type-A to Type-B Audio Cable

USB Type-B DAC

Optical / Coaxial Audio Cable

AV Receiver / DAC
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XLR/RCA Output Connection
Use a pair of RCA or XLR balanced analog audio cables to connect the 
DMP-A8 Gen 2’s RCA or XLR balanced outputs to the corresponding inputs 
of active speakers or a Hi-Fi power amplifier.
Go to Source > "Internal Player", and select "XLR/RCA " for the output port.

Notes：
*The DMP-A8 Gen 2 provides two independent stereo analog outputs: RCA 
  single-ended output and XLR balanced output. Each output can be 
  selected independently or used simultaneously. XLR balanced output is 
  recommended for better noise rejection and signal integrity. 
*On some audio systems, the positive and negative polarities of the XLR 
  ports are reversed. 
  The DMP-A8 Gen 2 defaults to normal polarity, as shown in the diagram 
  below. 
  If the connected audio device uses reversed polarity, go to “Settings → 
  Source → XLR/RCA Output → XLR Port Polarity” to change the setting.
Note: 
This function applies only to digital signals. It is not available for XLR analog 
input or RCA analog input.

IIS Output
Connect the IIS output to an external DAC with an IIS input using an HDMI 
cable.
Go to the Source → "Internal Player", select "IIS" for the output port.
The DMP-A8 Gen 2 provides 8 IIS output modes for compatibility with 
different DACs.

Note:
*OPT/COAX / AES output supports up to stereo PCM 192kHz/24bit, DoP64.
*For coaxial connections, a 75Ω digital coaxial cable is recommended for 
  optimal performance.

RCA Audio Cable

Balanced XLR Audio Cable

2-Channel Hi-Fi Audio System 
(Power Amplifier / Active Speakers)
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*To reduce potential signal interaction when RCA and XLR outputs are active 
at the same time, the DMP-A8 allows either output to be used independently. 
When using XLR, set the output to “XLR Only” in the menu; the same applies 
to RCA. Using a single output can improve measured audio performance and 
sound quality.

Input Connection And Settings

USB Type-B Input
Use a USB-A to USB-B cable to connect the device to a computer, a 
playback device with USB audio output, or a smartphone.
Go to Source and select “USB-B” as the input port.

Note：

*For Windows systems, the corresponding driver must be installed. Please 
  refer to the resource download section below for the Windows driver.
*After connecting to a computer, select “EVERSOLO DMP-A8 Gen 2” as the 
  computer’s audio output device.

Settings:
Windows: After downloading and installing the driver, open Control Panel → 
                  Hardware and Sound → Sound → Playback, then select “Eversolo 
                  DAC”.
Mac: No driver installation is required. After connection, go to System 
         Settings → Sound → Output, then select “EVER SOLO USB Audio”.
         USB input supports up to stereo DSD512 and PCM 768kHz/32bit. Actual 
         performance depends on the connected playback hardware and 
         software support.

The DMP-A8 Gen 2 supports multiple digital and analog audio inputs.
Digital audio inputs include Bluetooth, USB-B, Coaxial, Optical, and HDMI ARC. 
Digital audio inputs are output through the XLR/RCA analog outputs.
Analog audio inputs include RCA and XLR, with output through the XLR/RCA 
analog outputs.

 PC / Player      

 Mobile Phone

 USB Audio Cable

 USB Type-C / Apple Lightning
 OTG Audio Cable
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Optical / Coaxial Input
Use an optical or coaxial audio cable to connect a source device with SPDIF 
output, such as a streamer or CD player, to the optical/coaxial input of the 
device for decoding.
Go to Source and select “Optical In”or “Coaxial In“.

Notes:
 *For coaxial connection, use a professional 75Ω coaxial digital audio cable.
 *For optical connection, use a standard optical audio cable.
 *Optical/coaxial input supports up to PCM 192kHz/24bit and DoP64.

Bluetooth Input
The DMP-A8 Gen 2 features the flagship Qualcomm QCC3095 Bluetooth 
audio receiver, supporting SBC and AAC codecs for high-quality wireless 
audio playback.
Go to Source and select Bluetooth In.
Enable Bluetooth on your mobile device, search for "DMP-A8 Gen 2", and pair 
the devices to begin playback.

Note:
The actual Bluetooth codec used depends on the transmitting device. 
On most Android devices, the Bluetooth audio codec can be selected in 
Developer Options. 

ARC Input
Connect the device to a TV, projector, or other display with HDMI eARC/ARC 
using an HDMI cable to receive audio through the HDMI return channel.
Go to Source and select “ARC In”.

Notes:
*Connect the HDMI cable to the TV port labeled ARC or eARC.
*HDMI ARC input supports up to PCM 192kHz/24bit.
*Use a standard copper HDMI cable. Do not use an optical HDMI cable.

External Playback Device
(CD Player / streamer)

Coaxial Audio Cable / Optical Cable

HDMI Cable

Display Device
 (with HDMI eARC/ARC support)
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Downloads

After downloading the USB driver, extract the installation package, 
double-click the .exe file, and follow the on-screen instructions to complete 
the installation.

It is recommended to scan the QR code using your mobile browser.

For the latest firmware, USB driver, and Eversolo Control app, please visit the 
Download Center at: http://www.eversolo.com 

Analog Input
The DMP-A8 Gen 2 features a fully balanced analog preamplifier with XLR 
and RCA analog inputs and up to +10dB analog gain.
RCA or XLR input can be routed to RCA output, XLR output, or both 
simultaneously.

Important Notice
To continuously improve the user experience, Eversolo may release firmware 
updates from time to time.
As a result, some menus or functions shown in this manual may differ from 
those on your device.
For the latest information and additional user guides, please visit:
http://www.eversolo.com

Safety Instructions
1. Do not expose this device to dripping or splashing liquids. Do not place 
   objects filled with liquids, such as vases, on the device. 
2. The AC power plug or the rear-panel power switch serves as the 
   disconnect device. Ensure that it remains easily accessible and is not 
   obstructed. 
3. This is a Class I device and must be connected to a properly grounded 
   power outlet. 

Notes:
XLR input level should not exceed 4.2Vrms.
RCA input level should not exceed 2.1Vrms.

Coaxial / Optical 
Audio Cable

External Source Device
(CD Player / streamer)

Mobile Control App

Eversolo Audio

Eversolo Audio
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