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1.V FD display 

2.I R receiver 

3.P ower button （with LED light）

4.U SB 2.0 （Connect USB devices, such as U disk ）

5.U SB 2.0 （Connect USB devices, such as U disk ）

6.U SB 3.0  ( connect USB devices, delivery faster)

7.D C 12V: 12V

8.T F card reader : Support 1GB/2GB/4GB/8GB/16GB/32GB.

9.R ESTORE.

10.O PTICAL.

11.A V OUT (Composite video and audio port): To connect TV set with AV cable.

12.H DMI2.0 Input: support Picture in Picture (PIP) function.

13.H DMI Output: HDMI2.0a.

14.G IGABIT LAN: RJ-45 Ethernet Jack (10/100/1000Mbps)：To connect home network devices (routers/switches, etc. ).

15.E xternal high-gain single Antenna .
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Pressing （around 8-10s）, unloosing until the light long on（red）.

Single-click one of the learning buttons

on this remote control, the light will flash slowly; 

“                           ”

Keeping a face-to-face state with the launcher mouth of two remote controls, 
distance from 1~3cm.

Pressing the learning button that you need to learn with the TV RC for several seconds, 
unloosing until the light long on, when the light off, it means it’s finished its learning. 

If you want to learn other buttons, just repeat                 ; after finishing learning; 

press to exit the learning state.

“                           ”

“                           ”

Use the HDMI cable to connect X8 TV BOX with your TV set or projection device.

If it is an old TV, please use AV cable to connect X8 TV BOX with your TV set. 

Connect the powerRemote Controller: please put the 
batteries inside the RC. If you will 
not use the RC for a long time, 
please take out the batteries.

Turn on the TV, turn on X8 TV BOX
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